
 

 

 

TK-T4060 Medium Temperature Transparent PET Tape 

 

1. PRODUCT STRUCTURE 

It is made of special transparent PET material and special silicone adhesive. The total thickness is 60μm

.  

 

2. PRODUCT FEATURES 

It is featured with excellent medium temperature resistance, electrical insulation, chemical resistance, low viscosity and no residues after 

demasking.  

 

3. APPLICATOIN RANGES 

It is mainly used in aluminum base copper clad plate (T-Clad), metal steel sheet industry. 

 

4. TECHNICAL DATA 

Item 

Value 

Base Material (μm) Thickness of Silicone (μm) Total Thickness of Application Layer (μm) 

36±2 24±2 60±5 

Item Value Test Method 

Color Transparent Visual 

180° Peel Strength (gf/25mm) 800-1000 GB/T 2792 

Viscous Displacement (mm)24H ≤0.1 GB/T 4851 

Initial Adhesion (25mm/＃) ≥20 GB/T 4852 

Tensile Strength (25mm/mpa） 
Horizontal ≥80 

GB/T30776 
Vertical ≥95 

Temperature Resistance 

(25mm/0.5h/220℃) 
220 ZR-METHOD 

 

5. STORAGE CONDITIONS AND PERIOD OF VALIDITY 

1) The best storage conditions: placed in a condition with temperature of 23±5℃, 65%; should not be placed in high temperature or 

under the sunlight for a long time; it is valid for 6 months. 

2) Use the product within 3 months after the production date to obtain the best performance. 

 

6. NOTES 

1) The above product data is for reference only; 

2) Before using this product, please fully study whether the product is suitable for use (purpose, conditions) in advance; 

3) the surface of different materials and different bonding conditions may cause reaction, residual and other abnormal phenomena, so 

please test before use. 
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